
Features
n	 13	W	PoE
n	 1.5	kVrms	isolation	voltage
n	 Supports	IEEE	802.3af	compliant,	integrated	PoE	PD	and	PWM	controllers
n	 UL	94V-0	rated	bobbin
n	 UL	1446	Class	B	Insulation	System
n	 RoHS	compliant*

 SM13117EL - PoE Flyback Transformer

*RoHS	Directive	2015/863,	Mar	31,	2015	and	Annex.	
Specifications	are	subject	to	change	without	notice.
Users	should	verify	actual	device	performance	in	their	specific	applications.	
The	products	described	herein	and	this	document	are	subject	to	specific	legal	disclaimers	as	set	forth	on	the	last	page	of	this	document,	and	at	www.bourns.com/docs/legal/disclaimer.pdf.

  General Specifications
Primary (3-4) Leakage Inductance  
 (250 kHz, 0.1 V Aux. Sec. shorted)
  ........................................ 2.0 µH Max.
Hi-Pot
 Pri/Sec. ............1.5 kVac, 2 mA, 2 Sec.
 Pri/Aux, Pri/core, Sec/core
  ...................... 0.5 kVAC, 2 mA, 2 Sec.
Operating Temperature ....-40 to +125 °C
 (temperature rise included)
Storage Temperature (Component)
  .....................................-40 to +125 °C
Moisture Sensitivity Level .....................1
ESD Classification (HBM)................. N/A

Electrical Schematic

Product Dimensions

 How To Order
SM13117  E  L

Model
Packaging 
 E = Tape and Reel (200 pcs. per reel)
Termination 
 L = Tin (RoHS Compliant)
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Core ..............................................Ferrite
Wire ............................Enameled copper
Terminal Finish ...................................Sn
Packaging ....... 200 pcs. per 13-inch reel

Materials

Electrical Specifications @ 25 °C

Bourns  
Part Number

Power
(W)

L3-4 (µH) ± 10 %
@ 250 kHz / 0.1 V

DCR (mΩ) Max.
Turns Ratio ± 3 %

(3-4) : (2-1) : (7-9) : (8-10) Input Output3-4 2-1
7,8 (short) – 
9,10 (short)

SM13117EL 13 127 199 308 33 1 : 0.5 : 0.5 : 0.5 36-72 Vdc 250 kHz 12 Vdc @ 1.08 A
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13.5
(.531)

MAX

YELLOW TAPE

17.75
(.700)

MAX

8 PLCS.

12.7
(.500)

MAX

0.7 ± 0.1
(.028 ± .004)

10

51

610

6
6 5

2.5 ± 0.3
(.098 ± .012)

10 ± 0.3
(.394 ± .012)

3

7
8

10
9

4

2

1

36-72 VDC
250 KHZ

12 VDC
20 mADC

STARTAUX

PRI SEC

12 VDC, 1.08 A
(7,8 short & 
9,10 short)

Recommended Layout

2.5
(.098)

1.2
(.047)

1.88
(.074)

14.48
(.570)

18.24
(.718)

DIMENSIONS: MM
(INCHES)

http://www.P65Warnings.ca.gov


 SM13117EL - PoE Flyback Transformer

Solder Profile

Specifications	are	subject	to	change	without	notice.
Users	should	verify	actual	device	performance	in	their	specific	applications.	
The	products	described	herein	and	this	document	are	subject	to	specific	legal	disclaimers	as	set	forth	on	the	last	page	of	this	document,	and	at	www.bourns.com/docs/legal/disclaimer.pdf.

• Ramp-up rate = 3 °C/sec. max.             
• Ramp-down rate = 6 °C/sec. max.

• TL = 217 °C     
• tL = 60-150 sec.       
• Tp = 250 ±3 °C      
• Time within 5 °C of actual Peak Temp 
   (tp) = 20~40 sec.
• Tsmin = 150 °C     
• Tsmax = 200 °C     
• Tsmin to Tsmax = 60-180 sec.,
   25 °C to Peak Temperature = 8 min. max.
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 SM13117EL - PoE Flyback Transformer

Packaging Specifications

Specifications	are	subject	to	change	without	notice.
Users	should	verify	actual	device	performance	in	their	specific	applications.	
The	products	described	herein	and	this	document	are	subject	to	specific	legal	disclaimers	as	set	forth	on	the	last	page	of	this	document,	and	at	www.bourns.com/docs/legal/disclaimer.pdf.
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4.00 ± 0.10
(.157 ± .004)

1.75 ± 0.10
(.069 ± .004)

14.20 ± 0.10
(.560 ± .004)

32.00 ± 0.30
(1.260 ± .012)

24.00 ± 0.10
(.945 ± .004)

13.68 ± 0.10
(.539 ± .004)

18.47 ± 0.10
(.727 ± .004)

0.50 ± 0.10
(.020 ± .004)

12.50 ± 0.10
(.492 ± .004)

2.00 ± 0.10
(.079 ± .004)

300 mm MIN.
TRAILER

NO COMPONENTS

(around 10 holes) (around 10-20 holes)

PINS 6~10

PINS 5~1 COMPONENTS

400-560 mm
LEADER

NO COMPONENTS

1.50 +0.10 / -0
(.059 +.004 / -0)

DIA.

KRAFT TAPE

1.50 ± 0.10
(.059 ± 0.04)

DIA.

USER DIRECTION OF FEED
200 PCS. PER REEL

Asia-Pacific: Tel: +886-2 2562-4117 • Email: asiacus@bourns.com
EMEA: Tel: +36 88 885 877 • Email: eurocus@bourns.com
The Americas: Tel: +1-951 781-5500 • Email: americus@bourns.com
www.bourns.com

DIMENSIONS: MM
(INCHES)



Legal Disclaimer Notice

This legal disclaimer applies to purchasers and users of Bourns® products manufactured by or on behalf of Bourns, Inc. and 

Unless otherwise expressly indicated in writing, Bourns® products and data sheets relating thereto are subject to change 

and complete before placing orders for Bourns® products.

The characteristics and parameters of a Bourns® product set forth in its data sheet are based on laboratory conditions, and 
statements regarding the suitability of products for certain types of applications are based on Bourns’ knowledge of typical 
requirements in generic applications.  The characteristics and parameters of a Bourns®

® product with other components 
® 

the actual performance of the Bourns®

 

® product as meeting the requirements of a particular industry 

®

of Bourns® products are responsible for ensuring compliance with safety-related requirements and standards applicable to 

Bourns®

on a case-by-case basis, use of any Bourns®

®

®

® 

®

Bourns®

® standard products that are suitable for use in aircraft 

® standard 

the user’s sole risk.

® custom products shall be negotiated on a case-by-case basis by Bourns 
and the user for which such Bourns®

® standard products shall 
also apply to such Bourns® custom products.

Users shall not sell, transfer, export or re-export any Bourns®

Bourns®

 
® products and Bourns technology and technical data may not under any circumstance be 

exported or re-exported to countries subject to international sanctions or embargoes.  Bourns® products may not, without 
 

bilingual versions are available at:
Web Page: http://www.bourns.com/legal/disclaimers-terms-and-policies
         PDF: http://www.bourns.com/docs/Legal/disclaimer.pdf


