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Models PTD90, PTR90 and PTV111/PTT111 Series
Rotational Cycle Life Improvement

Riverside, California - May 14, 2010 - In line with our commitment to continuous improvement of our 
products and providing value to our customers, Bourns® Sensors and Controls is proud to announce the release of 
our upgraded Models PTD90, PTR90 and PTV111.  The upgrade extends the Rotational Cycle Life on the products 
to 15,000 cycles.  

For your convenience a cross-reference table is included below.

Bourns ALPS Alpha USA Taiwan 
Alpha Clarostat CTS Panasonic Preh Noble

PTD90 RK097 — RD9 585 — EVUL — XVB93P
PTR90 — — RD9 — — EVUK PC-16 XVB93S

PTV111 — 3RP11/16 RV012 — 296 EVJ01A — XV0122
PTT111 — — — — 296 EVJ01K — XV0121

These products are suitable for use in commercial electronics and appliances, portable electronics, and 
professional audio equipment.

There are no changes to prices, minimums or multiples for the upgraded product.  Updated data sheets are now 
posted on the Bourns website at www.bourns.com and www.bourns.com/proaudio.  The upgraded product will 
begin shipping with all current and new orders.

PTD90 & PTR90 Features
■ Carbon element
■ Ganging up to 8 sections available
■ Knurled and fl atted shaft styles
■ Audio taper option
■ Tracking error within 3 dB
■ RoHS compliant*

PTV/PTT Features
■ Carbon element
■ Insulated shaft
■ Snap-in clip
■ Center detent
■ Center tap option
■ Assorted pin layouts
■ Dual gang option
■ Various taper options
■ RoHS compliant*

*RoHS Directive 2002/95/EC Jan 27 2003 including Annex. 

http://www.bourns.com/data/global/pdfs/PTD90.pdf
http://www.bourns.com/data/global/pdfs/PTR90.pdf
http://www.bourns.com/data/global/pdfs/PTVPTT.pdf
http://www.bourns.com/
http://www.bourns.com/proaudio/



