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Features

m Eight and four positions available

m Gold plated contacts offer high reliability
m Low contact resistance

m Just 1.5 mm total height

m Half pitch of 1.27 mm(.050 in.)

m RoHS compliant*

Electrical Characteristics Product Dimensions SDHH Series Dimensions
Electrical Life ......1,000 operation cycles . A
per switch min. MODEL NO. | POS. DIM. A DIM. B
gnn-iwitcging Rating ..1 Ug m gi Eg SDHH-4 4 | 6.31(248) | 381(15)
witching Rating ............2 :
Contact Etasista?'lce ..... 100 mohms max. IQW VQ\ Igl FQW !EI] [QI Igl VQW inludiie 2 C o W B
Insulation Resistance ...100 Mohms min., D|P
DC 500 V min.
Dicectric Strength .E]ﬂ :l. ;IH RO o
...AC 300 V for 1 minute SDHH-8-TR
Gapamtance ..5 pF max. |
between adjacent closed switch 2 3 4 5 6 7 8N Modei
Circuit .. ...aingle pole single throw
2 HHHHHHH‘EH e
150 Number of positions
Mechanical Life............1,000 operations (.006) 4 = 4 positions
per switch min. T B = B positions
Operation Force.....................500 g max. Seal
Stroke... rereenneans. B MM o (e G I ™ ——Jir— T = Top tap sealed (standard)
Dperating Temp Hange ‘ ‘ 0n Packaging
iy ...=40 °C to +85 °C 0.40 1.27 R = Tape and reel
Sturaga Ternperature ~40 °C to +85 °C (.016) Eﬁg
Vibration Test .. ...MIL-STD-202F, Reflow Soldering Profile
Method 201A o
Frequency.........10-50-10 Hz/1 minute 450 275
Directions............X,Y,Z, three mutually il (A7) - %40 °C
perpendicular directions _ 25
Time.................2 hours each direction, e
high reliability g'n
Shock Test ....................MIL-STD-202F, I il g 125
Method 213B, Condition A 5
Gravity ......50 G (peak value), 11 msec 75 p
Direction & Times ..............6 sides and — 0.60 - 30-40 Sec. &n—l
; : TS (.024) 25
3 times in each direction. 0 20 40 60 B0 100 120 140 160 180 200
High reliability N 6.70 N Time |Seconds)
(.264)
Recommended PCB DIMENSIONS ARE: —_ MM
Cover Materials ................Thermoplastic Layout " (INCHES)
MNylon, UL94V-0; black :
oo Malefialt....cor ThooTOplastic, |- e i ——
Nylon, UL94V-0; black | 127 ey
Actuator Materils.......... Thermoplastic . T
LCP, UL94V-0; white | mimJiur I
Contact Materials................Alloy Copper 11 4_'* T T T T
Contact Plating........3 Micro inches gold o }
over 40 micro inches nickel 076 o A
Terminal Materials.................. Brass with (.030) ' 615 _ﬁ.;-:ff” 3
Gold plating (242) = 3
Reflow Soldering .......Peak temperature 740 P ’}
or reflow oven should (291) e\ p
be set to 240 ° C. max. : l s R fﬂi i ¥ 3 ”
2 sec. while applying solder T T T Tttt l ## #\ **‘E-* ‘*,-‘?»”F
Packaging........................All poles in the ; . = #’f{f & 51 > )\ B
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*RoHS Directive 2002/95/EC Jan 27 2003 including Annex.
EDECWIEEIFDHE are subject to Bﬂlﬂﬁ& without notice.
Customers should verify actual device performance in their specific applications.



SDHH Series Half Pitch SMD DIP Switch

Packaging Specifications
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apecifications are subject to change without natice.
Customers should verity actual device performance in their specific applications.



