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Bourns® Model SRP4012 and SRP4020 Series  
Shielded Power Inductors 

Change to Packaging Specifications 

Effective immediately, Bourns is changing the inductor packaging carrier tape specifications for the 
Model SRP4012 and SRP4020 Series Shielded Power Inductors due to the obsolescence of the current  
carrier tape design. The current and revised specifications of the carrier tape are provided on the  
following pages. The form, fit, function, quality and reliability of the inductor will remain the same. 

Affected Part Numbers

SRP4012 Series SRP4020 Series
SRP4012-1R0M SRP4020-1R0M SRP4020-5R6M
SRP4012-1R2M SRP4020-1R0MMU SRP4020-R22M
SRP4012-1R5M SRP4020-1R2M SRP4020-R36M
SRP4012-2R2M SRP4020-1R5M SRP4020-R47M
SRP4012-R22M SRP4020-2R2M SRP4020-R56M
SRP4012-R47M SRP4020-3R3M SRP4020-R68M
SRP4012-R56M SRP4020-4R3M SRP4020-R82M

SRP4020-4R7M SRP4020-R88M

If you have any questions or need additional information, please feel free to contact Customer Service/
Inside Sales. 

Users should verify that the described changes will not impact the performance of the product in their specific applications.

R68R22

http://www.bourns.com/docs/Product-Datasheets/SRP4012.pdf
http://www.bourns.com/docs/Product-Datasheets/SRP4020.pdf
http://www.bourns.com/support/contact
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Model SRP4012 Series

Current Packaging Carrier Tape Specifications

Revised Packaging Carrier Tape Specifications

DIMENSIONS:	 MM
	 (INCHES)QTY: 2000 PCS. PER REEL

USER DIRECTION OF FEED

4.95
(.195)

4.6 ± 0.1
(.181 ± .004)

5 °

8.0 ± 0.1
(.315 ± .004)

2.0 ± 0.1
(.079 ± .004)

4.0 ± 0.1
(.157 ± .004)

1.50 +0.1/-0.0
(.059 +.004/-.000)

DIA.

0.40 ± 0.05
(.016 ± .002)

1.7 ± 0.1
(.067 ± .004)4.3 ± 0.1

(.169 ± .004)

4.65
(.183)

1.50
(.059)

MIN. DIA.

R22

1.75 ± 0.1
(.069 ± .004)

5.5 ± 0.1
(.217 ± .004)

12.0 ± 0.3
(.472 ± .012)

8.0 ± 0.1
(.315 ± .004)

4.2 ± 0.1
(.165 ± .004)

2.0 ± 0.1
(.079 ± .004)

0.3 ± 0.1
(.012 ± .004)

1.50 ± 0.1
(.059 ± .004)

1.75 ± 0.1
(.069 ± .004)

5.0 ± 0.1
(.197 ± .004)

5.5 ± 0.1
(.217 ± .004)

12.0 ± 0.3
(.472 ± .012)

4.0 ± 0.1
(.157 ± .004)

1.7 ± 0.15
(.067 ± .006)

R22
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Model SRP4020 Series

Current Packaging Carrier Tape Specifications

Revised Packaging Carrier Tape Specifications

DIMENSIONS:	 MM
	 (INCHES)

QTY: 2000 PCS. PER REEL

USER DIRECTION OF FEED

8.0 ± 0.1
(.315 ± .004)

2.0 ± 0.1
(.079 ± .004)

4.0 ± 0.1
(.157 ± .004)

1.50 +0.1/-0.0
(.059 +.004/-.000)

DIA.

1.75 ± 0.1
(.069 ± .004)

5.5 ± 0.1
(.217 ± .004)

12.0 ± 0.3
(.472 ± .012)

R22

0.40 ± 0.05
(.016 ± .002)

2.65 ± 0.1
(.104 ± .004)

1.50
(.059)

MIN. DIA.

5.05
(.199)

4.6 ± 0.1
(.181 ± .004)

5 °

4.3 ± 0.1
(.169 ± .004)

4.76
(.187)

8.0 ± 0.1
(.315 ± .004)

4.2 ± 0.1
(.165 ± .004)

2.0 ± 0.1
(.079 ± .004)

0.3 ± 0.1
(.012 ± .004)

1.50 ± 0.1
(.059 ± .004) 1.75 ± 0.1

(.069 ± .004)

5.0 ± 0.1
(.197 ± .004)

5.5 ± 0.1
(.217 ± .004)

12.0 ± 0.3
(.472 ± .012)

4.0 ± 0.1
(.157 ± .004)

2.5 ± 0.15
(.098 ± .006)

2R2


