
SIDE ADJUST
3266Z-1-(RC)R

12.70
(.500)

18 ± .76
(.709 ± .030)

12.7 + 0.3/ - 0.25
(.500 + .012/ - .010)

18 + 1.0/ - 0.5
(709 + .040/ - .020)

24.9 + .76
(.980 + .030)

4.0 ± .03
(.157 ± .001)

3.81 ± .71
(.150 ± .028)

1
23

4.32 ± .38
(.170 ± .015)

2.16 ± .25
(.085 ± .010)

.43 ± .05
(017 ± .002)

TOP ADJUST
3266Y-1-(RC)R

12.70
(.500) 

18 ± .76
(.709 ± .030)

4.0 ± .03
(.157 ± .001)

3.81 ± .71
(.150 ± .028)

1
23 25.9 ± 0.76

(1.020 ± .030)

8.9 + .76 /- .5
(.035 + .030/ .020)

18 + 1.0/ - 0.5
(709 + .040/ - .020)

12.7 + 0.3/ - 0.25
(.500 + .012/ - .010)

4.32 ± .38
(.170 ± .015)

2.16 ± .25
(.085 ± .010)

3.81 ± .71
(.150 ± .028)

REF.

DIA.

DIA. TYP.

REF.

DIA.

8.9 + .76 /- .5
(.035 + .030/ .020)

ALL PINS IN-LINE ON            CENTER

DIMENSIONS:

1000/REEL/BOX

2.54
(.100) 

MM
(INCHES) 

ALL PINS IN-LINE ON            CENTER

DIMENSIONS:

1000/REEL/BOX

2.54
(.100) 

MM
(INCHES) 

3266*
For product specifications and standard
resistance values, see data sheet.

3296*
For product specifications and standard
resistance values, see data sheet.

Now there is a full assortment of Trimpot®

Potentiometer models on tape and reel
or ammo pack packaging.

• These models are available taped and
packaged per EIA Standard 468.

• All models have been tested for
compatibility with popular radial
insertion machine models on the
market today.

How To Order

3362  M  -  1  -  103  R
Model

Style

Standard Product

Resistance Code

Tape & Reel
Designator: Use “R” for Tape & Reel

Use “A” for Ammo Pack

SIDE ADJUST
3296X-1-(RC)R

12.70
(.500)

18 ± .76
(.709 ± .030)

8.89 + .76 /- .51
(.350 + .030 /- .020)

28.07 ± .76
(1.105 ± .030)

3.81 ± .71
(.15 ± .028)

1
23

4.83 + .30/ -.25
(.190 + .012/ -.010)

2.41 ± .25
(.095 ± .010)

TOP ADJUST
3296W-1-(RC)R

29.59 ± .76
(1.165 ± .030)

1
23

REF.

12.70
(.500)

REF.

12.7 + 0.3/ - 0.25
(.500 + .012/ - .010)

18 + 1.0/ - 0.5
(709 + .040/ - .020)

4.83 + .30/ -.25
(.190 + .012/ -.010)

4.0 ± .03
(.157 ± .001)

2.41 ± .25
(.095 ± .010)

DIA.

18 ± .76
(.709 ± .030)

4.0 ± .03
(.157 ± .001)

DIA.
12.7 + 0.3/ - 0.25

(.500 + .012/ - .010)

18 + 1.0/ - 0.5
(709 + .040/ - .020)

8.89 + .76 /- .51
(.350 + .030 /- .020)

3.81 ± .71
(.150 ± .028)

.51 ± .051
(020 ± .002) DIA. TYP.

(.100)
2.54 

ALL PINS IN-LINE ON            CENTER

DIMENSIONS:

1000/REEL/BOX

2.54
(.100) 

MM
(INCHES) 

ALL PINS IN-LINE ON            CENTER

DIMENSIONS:

1000/REEL/BOX

2.54
(.100) 

MM
(INCHES) 

Tape and Reel Packaging Specifications

Specifications are subject to change without notice.
*Patented models.



Specifications are subject to change without notice.

3362
For product specifications and standard
resistance values, see data sheet.

3386
For product specifications and standard
resistance values, see data sheet.

SIDE ADJUST
3362M-1

3
21

TOP ADJUST
3362U-1, 3362P-1

SIDE VIEW
3362U-1

SIDE VIEW
3362P-1

REF.

DIA.

3
21

ALL PINS IN-LINE ON            CENTER

DIMENSIONS:

1000/REEL/BOX

2.54
(.100) 

MM
(INCHES) 

ALL PINS IN-LINE ON            CENTER

DIMENSIONS:

750/REEL

2.54
(.100) 

MM
(INCHES) 

12.70
(.500)

7.0
(.275)

22.7 ± .76
(.893 ± .029)

18 ± .76
(.708 ± .029)

4.0 ± 0.3
(.157 ± .011)

3.56 ± .38
(.140 ± .014)

18 + .76/ -.5
(.708 + .029 -.019)

12.70 + 0.3/ - 0.25
(.500 + .011 -.009)

4.7
(.185)

7.0
(.275)

27.56 ± .76
(1.085 ± .030)

12.70
(.500) 

REF.

18 + 1.0/ - 0.5
(.709 + .039 -.019)

12.7 + 0.3/ -0.25
(.500 + .012/ -.009)

DIA.4.0 ± 0.3
(.157 ± .011)

18 ± .76
(.708 ± .029)

2.3 ± .38
(.090 ± .014)

4.7
(.185)

SIDE ADJUST
3386W-1

12.70
(.500) 

18 ± .76
(.709 ± .030)

12.70 + .30/ - 0.25
(.500 + .012/ - .010)

8.89 + .76 /- .50
(.350 + .030/ - .020)

18 + 1.0/ - 0.5
(.709 + .040/ - .020)

27.56 ± .76
(1.085 ± .030)

4.0 ± 0.3
(.157 ± .012)

3.81 ± .71
(.15 ± .028) 3

21

4.83 ± .25
(.190 ± .010)

2.44 ± .25
(.096 ± .010)

TOP ADJUST
3386U-1

.51 ± .05
(.020 ± .002)

12.70
(.500) 18.03 ± 0.7

(.710 ± .028)

12.7 ± 0.3
(.500 ± .012)

8.89 ± 0.7
(.350 ± .028)

22.98 ± .076
(.905 ± .030)

3.99 ± 0.3
(.157 ± .012)

13

9.53
(.375)

4.78
(.188)

10.16
(.400)

3.18 ± 0.7
(.125 ±.028)

DIA.

DIA. TYP.

REF.

MIN.

18.03 ± 0.7
(.710 ± .028)

18.03 ± 1.5
(.710 ± .060)

DIA.

REF.

ALL PINS IN-LINE ON            CENTER

DIMENSIONS:

1000/REEL/BOX

2.54
(.100) 

MM
(INCHES) 

ALL PINS IN-LINE ON            CENTER

DIMENSIONS:

1000/REEL/BOX

2.54
(.100) 

MM
(INCHES) 

3329
For product specifications and standard
resistance values, see data sheet.

SIDE ADJUST
3329M-1

Tape and Reel Packaging Specifications

18 ± .76
(.709 ± .030)

TOP ADJUST
3329U-1

4.0 ± 0.3
(.157 ± .012)

1
23

6.35 ± .5
(.250 ± .020)

2.79 ± .25
(.110 ± .010)

24.38 ± 0.76
(.960 ± .030)

6.35
(.250) 

18 + 1.0/ - 0.5
(.709 + .039/  .020)

12.70 + 0.3/ - 0.25
(.500 + .012/ - .010)

12.70
(.500) REF.

MAX.

DIA.

ALL PINS IN-LINE ON            CENTER

DIMENSIONS:

1000/REEL/BOX

2.54
(.100) 

MM
(INCHES) 

12.70
(.500) 

12.70 + 0.3/ - 0.25
(.500 + .012/ - .010)

8.38 ± .51
(.33 ± .02)

18 + 1.0/ - 0.5
(.709 + .039/  .020)

26.4 ± .76
(1.040 ± .030)

4.0 ± 0.3
(.157 ± .012)

1
23

6.1 ± .25
(.240 ± .010)

3.43 ± .25
(.135 ± .010)

.457 ± .051
(.018 ± .002)

REF.

DIA.

18.034 ± 0.762
(.71 ± .03)

DIA. TYP.

ALL PINS IN-LINE ON            CENTER

DIMENSIONS:

1000/REEL/BOX

2.54
(.100) 

MM
(INCHES) 


